
YYZ Bullet series features a versatile housing design that an architectural space appeals for an IP20 and IP65 

version. 

Anodised aluminium housing finished in matt black with sunken COB light source to deliver a glare free high 

performance illumination.

Optional accessories- Honeycomb louver and Anti-glare lens for inquiring applications.

Ø85x170mm, Ø85x450mm

15W

100-240V AC 
3000K, 4000K,5000K

Bullet Series

ORDERING LOGIC

 CREE 
LED Quality

100-240VAC
Working Voltagev

15W
Rated powerW

IP20 / IP 65
NON WATER WATER
PROOF PROOF

Mono

Sample: BLT170 -15 - 16 -  CT 30 - 240  - MB - HCL - XX

BULLET PENDANT LIGHT

DIMENSION

PRODUCT VOLTAGE

240 - 240VAC

BODY COLOR

MB - MATT BLACK

ACCESSORIES CUSTOM

XX

COLOR TEMPARTURE 
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OPTICPOWER

1615 - 15W -  16°

24

36

-

-

24°

36°

BLT170

BLT450

BLT170 / BLT450

85

1
7
0

1
2
0
0

85

85

4
5
0

1
2
0
0

85

HCL - HONEYCOMB 

            LOUVER

AGL - ANTI-GLARE 

            LENS
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16°, 24°, 36°

YYZ Bullet pendant series features a versatile housing design that an architectural space appeals 

for an IP20 and IP65 version. Anodized aluminum housing finished in matt black with sunken COB 

light source to deliver a glare free high-performance illumination. Optical accessories like 

honeycomb louver and anti-glare lens is also included according to various applications.

FEATURES

15W

ELECTRICAL DATA

POWER CONSUMPTION

SUPPLY VOLTAGE

COLORS

CRI 80+

LUMEN 2000lm

50,000 Hrs

Ceiling mounted

Indoor & outdoor rated connections

-10° C   -  +50° C

MATERIAL

FINISH

RATED POWER

RADIANCE ANGLE

WORKING VOLTAGE

MOUNTING

CONNECTION

LAMP LIFE

DIMENSION

OPERATIN TEMP

CONTROL

OPTIC

Anodized aluminum

On/Off

Clear glass

Matt black

100-240V AC
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