
DIMENSION

ORDERING LOGIC

LUMILEDS
LED Quality

220-240V AC 
Working Voltagev

10W, 20W
Rated powerW

IP65Mono

PRODUCT CONTROL FINISH LUMEN OUTPUTSIZEOPTIC

Sample: TPO-BL - 10 - CT30 - 360 - ND - 10 - DG 

COLOR TEMPERATURE

(CT30)

(CT40) 4000K

3000K

(CTXX) Custom

WATTAGE

TPO-BL 10

20

-

-

10W 

20W 

TPO-BL Series YYZ Lighting Inc., 1175 Squires Beach Rd, Unit 2, Pickering, ON L1W 3V3, Canada. www.yyzlighting.com Page 1 of 1 

YYZ Torpedo enhance air circulation system helps to minimize the dew condensation caused by the temperature 

difference between the outside and inside of the lighting fixture. It also helps to effectively eliminate the dew 

condensation generated in a high humidity environment.

Ø135x1010(H)mm, Ø135x1230(H)mm

571lm (10W), 1327lm (20W)

Air circulation system

TORPEDO BOLLARD

TPO-BL

ND DG 128010

133712

2309

2407

2548

2688

4592

4816

360 - - --

--

-

-

-

-

-

-

- Non Dimmable Dark Grey 1280lm(29°-14W)1010mm

1337lm(60°-14W)1230mm

2309lm(29°-28W)

2407lm(60°-28W)

2548lm(29°-14Wx2)

2688lm(60°-14Wx2)

4592lm(29°-28Wx2)

4816lm(60°-28Wx2)

360°

1010

Ø135

1230

Ø135

Ø210

150

120 120

4-Ø9.5

360°

Ground mounted

FEATURES

CRI 80

Die-cast aluminum

3000K, 4000K

10W, 20W 

10W, 20W 

ELECTRICAL DATA

HOUSING

COLORS

RATED POWER

RATED POWER

LUMEN OUTPUT

WORKING VOLTAGE

RADIANCE ANGLE

220-240V ac 50-60Hz

MOUNTING

CONTROL On/Off

DIMENSIONS

OPERATION TEMP

FINISH Dark grey

-30° C   -  +50° C

LAMP LIFE 50,000 hrs
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