
STEP.3Q.A

STP.3Q.A

240V AC
Working Voltagev

3W 
Rated power W

IP65
 

ORDERING LOGIC

PRODUCT SERIES POWER

3 - 3W

BODY COLORDRIVER

ND - 

ACCESSORIES

XXX

COLOR TEMPERATURE

(CT27)

(CT30)

(CT40)

(CT60) 

(RD) 

(GR)

(BL)

(AM) 

2700K

3000K (CT30)

(CT27)

(CT40)

3000K

2700K

4000K4000K

6000K

Red

Green

Blue

Amber

Sample:    STP.3Q.A - 3 - CT27 - ND - BK - XX
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Non Dimmable Black

White

BK

WH

-

-

STP.3Q.A

YYZ Steo.3Q.AD is a type of recessed wall luminaire made in Die cast aluminium housing and is 

corrosion resistant. It features a sleek profile with no visible hardware, designed to seamlessly

blend into any architecture. These luminaires offer enhanced energy efficient functionality and

optimized light output to adequately illuminate stairs, walls, and walkways with little or no 

glare.

75x75x52mm(Cutout Ø68mm)

72lm 

98.40°

Wall recessed

FEATURES

CRI 80

Die cast aluminium

2700K, 3000K, 4000K

3W 

3W 

ELECTRICAL DATA

DIMENSION

HOUSING

COLORS

RATED POWER

RATED POWER

LUMEN OUTPUT

WORKING VOLTAGE

RADIANCE ANGLE

AC100-240V

MOUNTING

CONTROL On/Off

DIMENSIONS

OPERATION TEMP

FINISH Black, White

-30° C   -  +50° C

LAMP LIFE 50,000 hrs

65

Ø67

57

75

75
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