
FEATURES

FINISH

WORKING VOLTAGE

RATED POWER

BEAM ANGLE

LAMP LIFE

MOUNTING

CONNECTION

WHITE, BLACK, SILVER

100-240V 50/60Hz

15W

50,000 HRS

CEILING RECESSED

INDOOR RATED CONNECTIONS

DIMENSIONS

OPERATION TEMP -30° C   -  +40° C

CONTROL ON/OFF, DALI, 0-10V, TRIAC

ELECTRICAL DATA

POWER CONSUMPTION

SUPPLY VOLTAGE

COLORS

15W

100-240VAC(REMOTE DRIVER)

2700K, 3000K, 4000K, 5000K

CRI 90

LUMEN 70lm/W

CANNON  Series

ORDERING LOGIC

CREE
LED Quality

240 VOLTS 
Working Voltagev

15W  
Rated powerW

IP40Mono

Sample: CNN-A-NT - 15 - CT27 - 15 - 240 - BK - CB - XX

PRODUCT VOLTAGE

240VAC

BEAM ANGLE FINISH

BK    -

-

-

Black

WH

SL

White

Silver

COLOR TEMPARTURE 

(CT30)

(CT27) 2700K

3000K

(CT40)

(CT50)

4000K

5000K

WATTAGE

CNN-A-NT 15 - 15W

DIMENSIONS
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CANNON DOWN LIGHT

CNN-A-NT(ADJUSTABLE NO TRIM)

Ø62.5 x 115mm 

15°, 24°, 36°

15

24

36

-

-

-

15°

24°

36°

YYZ Cannon series of downlights feature miniature size with high performance lighting through unique heat 

sink. design. Deep recessed design of LED light source enables glare free illumination with precise beam 

angles.

CB -

-

-

Chrome Black

CS

WH

Chrome Silver

White

REFLECTOR COLOR CUSTOM

xx

REFLECTOR COLOR


